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(57) Abstract: The invention relates to a device (2) for heating food using induction. Said device comprises a base element (8) that 
is composed of a secondary winding (28, 50, 68, 80) configured from a current conductor and a heating element (34) that is connected 
^5 to said winding (28, 50, 68, 80). The invention also relates to a device (4) for transmitting energy to a device (2) for heating food by 
fs| induction, the former device comprising a primary winding (20, 58, 82) that is configured from a current conductor and is connected 
to a voltage source. To reduce the height of the base element (8), a winding core (16, 72, 74) is located inside the winding (20, 28, 
50, 58, 68, 80, 82). 
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(57) Zusammenfassung: Die Erfindung geht aus von einer Vorrichtung (2) zum Erwarmen von Speisen mittels Induktion mit einem 
Bodenelement (8), das eine aus einem Stromleiter geformte sekundare Wicklung (28, 50, 68, 80) und ein an die Wicklung (28, 50, 
68, 80) angeschlossenes Heizelement (34) umfasst. Die Erfindung geht auBerdem aus von einer Vorrichtung (4) zur Ubertragung von 
Energie in eine Vorrichtung (2) zum Erwarmen von Speisen mittels Induktion mit einer aus einem Stromleiter geformten und mit 
einer Spannungsquelle verbundenen primaren Wicklung (20, 58, 82). Um eine geringe Bauhohe des Bodenelements (8) zu erreichen, 
wird vorgeschlagen, dass innerhalb der Wicklung (20, 28, 50, 58, 68, 80, 82) ein Wicklungskem (16, 72, 74) angeordnet ist. 



